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BALL’S PATENT TELESCOPIC JACK SCREWS. 



Fig. D. 276. Fig. D. 277. 

Style 1. Style 2. 

This Jack consists of two steel screws. One working within the other, 
operating simultaneously. By this method of construction the screws can 
be run out nearly double the height of the base, making a short Jack with 
great length of lift. Having two screws the Jack raises a load with double speed. 

Fig. 1 represents the Jack with wrench. 

Fig. 2 represents the Jack with ratchet lever. 


Size. 

Capacity. 

Wt. 

Lbs. 

Stand, 

Inches. 

Height, 
Over All 
Inches. 

Net Rise, 
Inches. 

Whole 

Length, 

Inches. 

Price, 
Style 1. 

Price, 
Style 2. 

NET. 

10 Tons. 

31 

7* 

10* 

11 

21 

$14 00 

$20 00 

“ 2. 

25 “ . 

59 

11 

14* 

16 

30 

18 00 

24 00 

“ 3. 

25 “ . 

68 

13| 

17* 

23 

40 

22 00 

28 00 

“ 4. 

25 “ . 

75 

18 

21* 

31 

52 

28 00 

34 00 

“ 5. 

25 “ . 

85 

221 

26 

36 

61 

30 00 

56 00 


Discount, 

























